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1. GENERAL 


1.00 This issue supersedes Issue A. 


1.02 This section covers a simple method of convert= 
ing key caps on teletypewriter keyboards and 

perforator-transmitters from spring cushion or pneu- 

matic types to celluloid type, or in the reverse order. 


1.03 Key levers as normally provided on 15 type per- 

forstor-transmitters and 14 or 15 type key~ 
boards are equipped at the factory with 72539M discs. 
When so equipped they will accommodate spring cushion 
or pneumatic key caps. Keylevers as used for cellu- 
joid key caps differ from these in that they are not 
equipped with the discs. The 72539M disc is not 
listed in Parts Bulletins. 


1.04 Teletype Corporation Parts Bulletin 1037 and 
1067 indicate thet complete different sets of 
key levers would be required when key caps are con- 
Verted, However, this is not necessary since by a 
simple method described herein, the changes can be 
made without replacement of complete sets of key levers. 
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1.05 Ordering information for celluloid key caps is 
not available in 14 type teletypewriter bulle- 

tins, hovever, such information is availsble for 15 

type apparatus in Bulletins 1037 and 1067 and can 

also be used for 14 type teletypewriter sets. 

2. CONVERTING 


2.01 To convert from spring cushion or pneumatic to 
celluloid key caps, proceed as follows: 


(a) Remove all existing key caps. 


(b). Remove the 72539M disc from all key levers and 
discard as generally they become damaged. 


(c) Install celluloid key caps. The following 
parts are required for each key lever: 


5080M Bezel 
Code No.) Celluloid key top 
(see appropriate Parts Bulletin) 


2.02 To convert from celluloid to spring cushion or 
Pneumatic key caps, proceed as follows: 


(a) Remove all existing key caps. 
(b) Install a 72539M disc on each key lever. 


(c) Install the required key caps as listed in 
appropriate Parts Bulletins. 


